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Abstract In the upper crust, where brittle deformation mechanisms dominate, the development of
crack networks subject to anisotropic stress ﬁelds generates stress-induced elastic anisotropy. Here a rock
specimen of Westerly granite was submitted to diﬀerential stress cycles (i.e., loading and unloading) of
increasing amplitudes, up to failure and under upper crustal conditions. Combined records of strains,
acoustic emissions, and P and S elastic wave anisotropies demonstrate that increasing diﬀerential stress
promotes crack opening, sliding, and propagation subparallel to the main compressive stress orientation.
However, the signiﬁcant elastic anisotropies observed during loading (≥20%) almost vanish upon stress
removal, demonstrating that in the absence of stress, crack-related elastic anisotropy remains limited
(≤10%). As a consequence, (i) crack-related elastic anisotropies measured in the crust will likely be a strong
function of the level of diﬀerential stress, and consequently (ii) continuous monitoring of elastic wave
velocity anisotropy along faults could shed light on the mechanism of stress accumulation during
interseismic loading.
Plain Language Summary In the upper crust, large strains are accommodated by brittle
deformation mechanisms, leading to macroscopic faults embedded within a substantially damaged
rock medium. The development of crack damage aﬀects both the strength and the elastic and transport
properties of rocks. Nowadays, the evolution of rock elastic properties is commonly used to estimate the
direction of the maximum stress along faults and evaluate seismic hazard of seismogenic area. Up to
now, stress-induced anisotropy was expected to be irreversible and observable by geophysics method
even after unloading or exhumation of the rocks. In this study, we demonstrate for the ﬁrst time that
unloading induces an almost complete recovery of both stress-induced anisotropy and stress-induced
damage. Our results suggest that elastic properties estimated from wave velocity measurement could then
underestimate both damage and anisotropy of the crust under shallow depth conditions.
1. Introduction
In the upper crust, large strains are accommodated by brittle deformation mechanisms, leading to macro-
scopic faults embedded within a substantially damaged rock medium (Caine et al., 1996; Mitchell & Faulkner,
2008). Because the development of crack damage aﬀects both the strength and the elastic and transport
properties of rocks, characterizing the evolution of the physical properties of rocks has ﬁrst-order implications
on faulting and the mechanics of the upper crust. Nowadays, the evolution of rock elastic properties is com-
monly used to (i) estimate the direction of the maximum stress along faults (Boness & Zoback, 2004, 2006; M.
L. Zoback & Zoback, 1980; M. D. Zoback & Zoback, 1991; M. D. Zoback et al., 1987), (ii) understand the fault and
damage structure at depth (Hole et al., 1996), (iii) evaluate seismic hazard of seismogenic area (Quigley et al.,
2012), and (iv) infer ﬂuid overpressure in crustal fault zones (Kodaira et al., 2004).
Numerous experimental studies have been aimed at understanding brittle faulting in both crystalline and
sedimentary rocks (Paterson & Wong, 2005). Before macroscopic failure, brittle rocks exhibit dilatancy (Brace
& Byerlee, 1966) because of stable microcrack propagation. In crystalline rocks, microcrack propagation is
dynamic enough to generate acoustic emissions (AEs) (Lockner et al., 1991; Scholz, 1968) and eventually
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leads to strain localization (Hadley & Ward, 1975; Lockner et al., 1991). In porous rocks, however, microcrack-
ing can lead to cataclastic deformation associated with intense AEs activity (Fredrich et al., 1989; Menéndez
et al., 1996; Wong & Baud, 2012; Wong et al., 1997), which can remain quasi-static and aseismic at the lab-
oratory scale in some materials (Bonnelye et al., 2017a; Schubnel et al., 2007). Whether aseismic or seismic,
distributed or localized, crack damage is nevertheless always accompanied by a decrease in both static (Blake
& Faulkner, 2016; Brace & Bombolakis, 1963; Heap & Faulkner, 2008) and dynamic (i.e., ultrasonic wave veloc-
ities; Blake & Faulkner, 2016; Bonnelye et al., 2017b; Fortin et al., 2006, 2007; Nur & Simmons, 1969; Sarout &
Guéguen, 2008a; Schubnel et al., 2003, 2006; Wang et al., 2013) elastic moduli. Furthermore, the propagation
of preferentially orientedmicrocracks under stress also generates elastic anisotropywithin the rock specimen
(Johnson & Rasolofosaon, 1996; Nicolas et al., 2016; Sarout et al., 2014; Sayers & Kachanov, 1995; Schubnel
& Guéguen, 2003; Wang et al., 2013). Until now, this crack-related stress-induced anisotropy was thought to
remain permanently.
In a series of papers, which laid foundations to our theoretical understandingof the inﬂuence of crack damage
on elastic rock deformation, Walsh(1965a, 1965b, 1965c) showed that cracks can indeed lead to a signiﬁcant
degradation of elastic properties and in fact control signiﬁcantly the eﬀective elastic properties of rocks. The-
oretical studies (Guéguen & Sarout, 2011; Kachanov et al., 1994; Nishizawa, 1982) later extended this analysis
to the case of anisotropic crack distribution and demonstrated that the development of anisotropic crack
networks also leads to signiﬁcant elastic anisotropy. On the other hand, microcrack propagation, dilatancy,
and strengthwere successfullymodeled usingwing crack theory (Ashby & Sammis, 1990). However, although
the wing crack theory predicts preferred orientations for crack propagation (Basista & Gross, 1998; Bhat et al.,
2011; David et al., 2012), there is at present no uniﬁed micromechanical model which would predict the
development of elastic anisotropy with wing crack propagation in rocks.
Finally,whilemost of the experimental and theoretical studies investigated the evolutionof the elastic proper-
ties toward failure, little attentionwasgiven to their evolutionduring stress release. New insights could further
our understanding of stress-induced anisotropy and healing processes, that is, the recovery of rock proper-
ties observed after earthquakes (Brenguier et al., 2008; Li et al., 2003, 2006; Schaﬀ & Beroza, 2004). In order to
address this issue, this article reports a detailedmonitoring of the elastic properties ofWesterly granite during
a cyclic loading and unloading experiment up to failure, during which we monitor contemporaneously the
evolution of strain, elastic wave anisotropy, and the development of damage. Using existing theories, we then
investigate the micromechanics underlying stress-induced anisotropy and damage recovery in brittle rocks.
2. Methods
2.1. Experimental Apparatus
The apparatus used in this study is a triaxial oil medium loading cell built by Sanchez Technologies. The appa-
ratus has been detailed, for example, in Passelègue et al. (2016). With this apparatus, conﬁning pressure is
applied on a rock cylinder (i.e., 80-mm length and 40-mm diameter) using two hydraulic servo pumps, apply-
ing radial and axial stress. The radial and axial stress can, respectively, go up to 100 and 680MPa (for a sample
of 40 mm diameter). The pressure transducers for both measurements have a resolution of 10−3 MPa. Three
pairs of axial and radial 120 Ω quarter bridge strain gages were directly glued on the rock sample. Mechani-
cal data were recorded at a frequency of 10 Hz during the entire experiment. Both increase and decrease of
the stress are conducted at a constant stress rate (0.15 MPa/s), so that accurate stress and strain signals are
recorded over the pressure ranges.
2.2. Acoustic Monitoring System
Twelve P sensors and four S sensors are used in this study. The sensors are used in two diﬀerent ways: for
velocity surveys, where each crystal is excited in turn and recordings aremade on the others, and for AEmoni-
toring in between each velocity survey. Pairs of P sensorsweremounted facing each other in order tomeasure
P wave velocities along several angles relative to the maximum compressive stress. S wave sensors were all
mounted along the sample diameter, and the two pairs of S sensors were glued facing each other, in order
to monitor shear wave velocities propagating in a horizontal direction but respectively polarized horizon-
tally (Sh) and vertically (Sv). After the experiment, a reference survey (generally the one presenting the best
wave arrivals) is chosen, and the ﬂight times are picked manually. All other surveys are ﬁrst picked automat-
ically, using a conventional autopicking technique. The autopicking time only acts as a reference frame for
subsequent cross-correlations over a 1-μs window with the reference survey. If the reference survey picking
is robust, this combined approach minimizes the intrinsic errors of automatic picking process while enabling
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cross correlations over small timewindows relative to absolute variations in arrival times. Travel times are then
estimated from the diﬀerence between P or S wave arrivals at each sensor location and the initiation time t0
corresponding to the emission of the pulse by the source. Because the initiation time of the pulse and the
locations of each sensor are well known, the measured travel time can be directly converted into a measure
of the wave velocity along each raypath. Note that (i) lengths are not corrected for deformation, (ii) only ray-
paths going through the center of the specimen are considered, and (iii) measurements realized along the
same angle relative to the maximum compressive stress are averaged.
AEs are also recorded continuously during our experiments. In this passive conﬁguration, all sensors are used
as receivers. The ampliﬁed signals are relayed to a trigger logic box and, if verifying a given pattern (i.e., a
typical threshold amplitude of 150mV for aminimumof three sensors with a 50-μs timewindow), are relayed
and recorded by oscilloscopes at 10-MHz sampling frequency. This system allows recording up to 20 AEs/s. In
the following, we will only show the cumulative count of AE data.
3. Experimental Results
3.1. Direct Measurements: Mechanical Data, Wave Velocities, and AEs
To study the development of anisotropy, a cyclic loading experiment was conducted on intact Westerly gran-
ite which presents a homogeneous grain size distribution and which is known to be an isotropic event at
low pressure conditions (Scholz, 1986). The experiment was conducted at a constant conﬁning pressure of
30 MPa under room humidity conditions. The summary of the experiment is detailed in Figure 1, reporting
the evolution of (i) stresses (Figure 1a), (ii) axial (𝜀1) and radial (𝜀3) strains (Figure 1b), (iii) P and S wave veloc-
ities along diﬀerent raypath angles (Figures 1c and 1d), and (iv) AEs (Figure 1e). During the increase of the
conﬁning pressure to 30 MPa, an increase in wave velocities is observed due to elastic crack closure Walsh
(1965a), as observed in previous studies conducted on Westerly granite (Nasseri et al., 2009). The cyclic load-
ing experiment consists of six diﬀerent cycles, that is, increase of the axial stress to a target diﬀerential stress
(𝜎D = 𝜎1 − 𝜎3) and decrease back to hydrostatic stress conditions (𝜎1 = 𝜎3 = 30 MPa). The target diﬀeren-
tial stress was increased for each subsequent cycle (Figure 1a), from 𝜎D = 300 MPa for the ﬁrst cycle up to
𝜎D = 469 MPa for the last cycle during which macroscopic failure occurred.
During each cycle, increasing 𝜎D leads to an increase in the magnitude of the sample strains. While the evo-
lution of the strain is almost linear during the initiation of loading, the trend departs from linearity when
diﬀerential stress of each cycle is suﬃciently high. This behavior is particularly clear from the radial strain
measurement (Figure 1b) and is generally linked with the occurrence of AEs (Figure 1e). Below this thresh-
old, the evolution of strain remains quasi-linear during the unloading part of each cycle, corresponding to the
decrease of the diﬀerential stress back to hydrostatic conditions.
At the beginning of each cycle, a small change of both P and S wave velocities is observed. The maximum
values are generally observed when 𝜎D ≈ 100 MPa. Then, almost all wave velocities start to decrease with
increasing 𝜎D. Using our sensor network, wemonitor velocities following diﬀerent raypath angles noted as C
𝜙
n
in the following, where n is the nature of the elastic wave (compressional wave [p], preferentially vertical shear
wave [sv], and preferentially horizontal shear wave [sh]), and 𝜙 is the angle with respect to 𝜎1. While all the
raypaths tested are sensitive to loading, the radial raypath (C90p and Csh) is the most aﬀected as expected. The
eﬀect of loading on the acoustic velocities decreases with the angle of the raypath, and only slight decreases
in velocity are observed forC0p andC
0
sv (Figures 1c and1d). This decrease inwave velocity iswell correlatedwith
the evolution of the strain and the transition from elastic to inelastic behavior, marked by the yield point, that
is, where the stress and strain relation departs from linearity. In addition, the stronger the acoustic activity, the
more pronounced the decrease in wave velocities. Comparing each cycle with subsequent loading curves,
we observed that no AEs occur within the specimen until the previous highest strain achieved during the
previous cycle is exceeded. It also corresponds to the nonlinearity 𝜎D threshold, at about 90% of the previous
maximum stress. This result has been recognized in previous studies (Browning et al., 2018; Holcomb, 1993;
Kaiser, 1953; Lavrov, 2003; Lockner, 1993) and is known as the Kaiser eﬀect.
During the unloading part of each cycle, a recovery in wave velocities is systematically observed. The ampli-
tude of the recovery increases with decreasing 𝜎D. Only a fraction of the wave velocities is recovered during
the ﬁrst 100 MPa of the unloading (when 𝜎D > 300 MPa), highlighting a strong hysteresis. Then, the recovery
evolves linearly with both strain and stress. The larger the diﬀerential stress achieved, the larger the decrease
in wave velocities during loading and the larger the recovery during unloading (Figures 1c and 1d). However,
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Figure 1. Overview of the experiment comprising six cycles. Evolution of (a) axial and radial stresses, (b) axial and radial
strains, (c) P wave velocities in diﬀerent directions, (d) horizontal and longitudinal S wave velocities, and (e) acoustic
emissions activity during the experiment. The grayish colors, from light to darker as stress increases, are added to better
highlight the six diﬀerent cycles. The sample macroscopic failure during the sixth cycle is highlighted by a star on the
stress curve. AE = acoustic emission.
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Figure 2. (a–e) Evolution of wave velocities anisotropy as a function of the volumetric strain during each cycle. Circles and squares correspond, respectively, to P
and S wave velocity anisotropy. Gray symbols correspond to the loading stages and white symbols to the unloading stages. The color bar presents the evolution
of the diﬀerential stress. The green line corresponds to the cumulative number of acoustic emissions recorded during each cycle. (f–j) Evolution of the crack
density within the specimen as a function of the volumetric strain during each cycle. Circles and squares correspond, respectively, to the vertical (𝛼11) and the
horizontal crack densities (𝛼33). Gray symbols correspond to the loading stages and white symbols to the unloading stages. The color bar presents the evolution
of the diﬀerential stress. The green line corresponds to the cumulative number of acoustic emissions recorded during each cycle.
a small permanent decrease in wave velocities (about 1% of the initial wave velocity) is observed after each
cycle (Figures 1c and 1d). This observation is in agreement with the ﬁnite strain recorded after each cycle,
which increases alsowith the target diﬀerential stress achieved during loading (Figure 1b). This suggests that,
although most damage has been recovered, small unrecoverable damage remains in the rock sample after
each cycle.
3.2. Wave Anisotropy During Cycles
To investigate further the development of anisotropy during the experiment, we ﬁrst present the evolution
of two anisotropy parameters deﬁned as (C0p − C
90
p )∕C
0
p and (Csv − Csh)∕Csv as a function of the volumetric
strain and the diﬀerential stress during each cycle (Figures 2a–2e). While the rock is initially isotropic, both
(C0p − C
90
p )∕C
0
p and (Csv − Csh)∕Csv increase with 𝜎D, and P wave velocity is particularly aﬀected by anisotropy.
During the ﬁrst cycle (𝜎maxD = 300 MPa), both (C
0
p − C
90
p )∕C
0
p and (Csv − Csh)∕Csv increase linearly with 𝜎D and
the resulting volumetric strain. Only 16 AEs occurred during this cycle, suggesting that the sample remains
almost purely elastic during the entire cycle. During the subsequent cycles, the same behavior is observed up
to the initiation of acoustic activity when the yield point is reached, which enhances the rate of development
of anisotropy (Figures 2b–2e). The maximum anisotropy in Cp and Cs increases with the target diﬀerential
stress achieved. In addition, the value of anisotropy at a given diﬀerential stress increases for each subsequent
loading. For instance, the value of (C0p − C
90
p )∕C
0
p at 𝜎D = 270 MPa is about 0.06 during the ﬁrst cycle, 0.10
during the third cycle, and 0.13 during the ﬁfth cycle (Figures 2a–2e).
During the unloading, the anisotropy for bothCp andCs decreases to values close to the initial isotropic values.
These results suggest that while loading induces anisotropic damage (highlighted by the occurrence of AEs)
and crack opening in the rock sample (Figures 2a–2e), the anisotropy is almost entirely reversible, that is, the
rock elastic isotropy is not aﬀected by cumulative cycles. A strong hysteresis is observed between loading
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and subsequent unloading stages. When unloading initiates, the wave anisotropy remains almost constant
but then shows a strong decrease. It indicates that a nonnegligible release of stress is required to initiate
anisotropy recovery. The magnitude of the stress release required to initiate recovery remains similar with
increasing the target 𝜎D (Figures 2a–2e).
4. Inferring Crack Density and Orientation From Elastic Anisotropy
The P and S wave velocity measurements along diﬀerent raypaths can be used to estimate the evolution of
crack development during the experiment (Brantut et al., 2010; Fortin et al., 2011; Kovalyshen et al., 2016;
Sarout & Guéguen, 2008a; Sayers & Kachanov, 1995). The transversely isotropic crack distribution is deﬁned
in the following by the vertical crack densities 𝛼11 = 𝛼22 and by the horizontal crack density 𝛼33. The method
used to estimate 𝛼11 and 𝛼33 is detailed in Sarout and Guéguen (2008a) and Brantut et al. (2010). The method
consists of the minimization of the diﬀerence between the theoretical and the experimental wave velocities
using a least absolutemethod. At each pressure step of velocity surveys, the inversion automatically ﬁnds the
best solution for the transversely isotropic stiﬀness tensors Cij and yields the ﬁtted crack density tensor.
Under hydrostatic pressure conditions (𝜎1 = 𝜎2 = 𝜎3 = 30MPa),𝛼11 and𝛼33 present similar values, suggesting
that cracks are randomly oriented and that the rock specimen is isotropic (Figures 2f–2l). At an early loading
stage, 𝛼33 decreases toward 0 and remains the same during further loading. This indicates that the horizontal
cracks close at early loading stages and do not reopen under larger 𝜎D. Similarly, duringmost of the cycles, 𝛼11
ﬁrst decreases and then increases linearly with increasing 𝜎D to reach amaximum value. As the cycle number
(i.e., the target 𝜎D) increases, the maximum value of 𝛼11 increases, that is, from 0.005 at the peak stress of the
ﬁrst cycle (Figure 2f ) up to 0.133 for the ﬁfth cycle (Figure 2l). Note that the occurrence of AEs during cycle
correlates with the rate of development of 𝛼11. Finally, as observed with wave velocity anisotropy, the value
of 𝛼11 at a given diﬀerential stress increases for each subsequent loading (black symbols in Figures 2f–2l). For
instance, the value of 𝛼11 at 𝜎D = 270MPa is about 0.015 during the ﬁrst cycle, 0.03 during the third cycle, and
0.062 during the ﬁfth cycle (Figures 2f–2l).
During the early stages (i.e., the ﬁrst 50 MPa) of unloading of each cycle, 𝛼11 remains close to its peak value
achieved during loading. As stated previously, the activation of recovery mechanisms requires the loading to
drop below a critical stress. With further unloading, 𝛼11 decreases down to values slightly larger than the one
observed at the onset of loading (Figures 2f–2ﬂ). While a strong recovery is observed during the unloading
stage of each cycle, a part of the stress-induced damages remains visible without diﬀerential stress acting on
the sample. This result mirrors the ﬁnite strain achieved between each cycle and with the slight decrease in
thewave velocities at the end of each cycle (Figure 1). Finally, upon return to hydrostatic conditions after each
loading, the values of 𝛼11 and 𝛼33 diﬀer, suggesting that anisotropy is not entirely recovered and that vertical
cracks remain partially open after unloading, impacting elastic velocities (Figures 2f–2l).
5. Complete Velocity Field Anisotropy and Implications on Physical Properties
Using the optimal crack density tensor obtained for each survey assuming a transverse isotropic crack distri-
bution, elastic wave speed can be calculated for all raypath angles 𝜙 between 0∘ and 90∘ following (Guéguen
& Sarout, 2011)
Cp(𝜙) = [(C11sin2𝜙 + C33cos2𝜙 + C44 +
√
M)∕(2𝜌)]1∕2, (1)
Csv(𝜙) = [(C11sin2𝜙 + C33cos2𝜙 + C44 −
√
M)∕(2𝜌)]1∕2, (2)
Csh(𝜙) = [(C66sin2𝜙 + C44cos2𝜙)∕𝜌]1∕2, (3)
where
M = ((C11 − C44)sin2𝜙 − (C33 − C44)cos2𝜙)2 + ((C13 + C44)sin2(2𝜙))2, (4)
and 𝜌 is the material density. Equations (1) to (4) are used to compute the complete wave velocity ﬁeld dur-
ing the experiments. The evolution of Cp and Cs over 𝜙 ∈ [0°∶90°] during the last cycle (𝜎maxD = 450 MPa)
is reported in Figures 3a and 3b, respectively, for loading and unloading. The modeled velocities resulting
from the inversion are in good agreement with the direct measurements (colored circle in Figures 3a and 3b),
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Figure 3. Evolution of the complete inverted velocity ﬁeld and Cp∕Cs ratios during the ﬁfth cycle (target 𝜎D = 450 MPa).
(a) and (b) compare the inverted velocities to the measured ones (colored circles) during, respectively, loading and
unloading. (c) and (d) present the evolution of the inverted Cp∕Csh for all possible raypath angles during, respectively,
loading and unloading. (e) and (f ) present the evolution of the inverted Cp∕Csv for all possible raypath angles during,
respectively, loading and unloading. In all plots, the color bar corresponds to the diﬀerential stress applied.
suggesting that all modeled values over 𝜙 ∈ [0°∶90°] provide good estimates. As observed from direct mea-
surements (Figures 1c and 1d), increasing the angle of the raypath from 0∘ to 90∘ leads to a decrease in elastic
wavevelocities at agivendiﬀerential stress (Figure 3a). Using the invertedvelocity ﬁeld allows the ratiosCp∕Csh
and Cp∕Csv , commonly used in seismology, to be obtained as a function of the stress during the ﬁfth cycle
(Figures 3c and 3f). These ratios are a proxy for the eﬀect of loading and unloading on the evolution of two of
the three dynamic Poisson’s ratios of the rock, assuming transverse isotropy. Interestingly, while both ratios
C0p/C
0
s (measured in the direction of 𝜎1) slightly increase from 1.95 to 2.05 with loading, C
90
p /C
90
s (measured in
the direction of 𝜎3) strongly decrease from 1.85 to 1.6 for C
90
p /C
90
sh and from 1.85 to 1.42 for C
90
p /C
90
sv (Figure 3b).
This result suggests that the development of stress-induced anisotropy aﬀects the evolution of the Poisson’s
ratio, dependent on the stress orientation. The ratios Cp∕Cs highly depend on (i) the raypath angle, that is, the
orientation between themeasurement and the principal stress, (ii) the amount of stress acting on the system,
and (iii) the crack density and degree of initial damage, as observed in previous studies (Wang et al., 2012).
During unloading, both Cp and Csh remain low during the ﬁrst stage of the stress release (𝜎D > ≈ 300 MPa;
Figures 3b, 3d, and 3f). After this, reduction of the anisotropy occurs. Cp and Cs recover to values close to initial
ones (Figure 3c), so that C0p/C
0
s decreases back to 1.95 and C
90
p /C
90
s increases back to 1.85 (Figure 3d).
6. Interpretation and Discussion
In agreement with previous experimental (Bonnelye et al., 2017b; Schubnel & Guéguen, 2003; Stanchits et al.,
2006; Thompson et al., 2006; Wang et al., 2012) and theoretical studies (Sarout & Guéguen, 2008b; Sayers &
Kachanov, 1995), our experimental results demonstrate that anisotropy is induced as an intact rock is loaded
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to macroscopic failure. During the ﬁrst cycle (𝜎maxD = 300 MPa), few AEs were recorded, and C
0
p ≈ C
90
p and
C0sh ≈ C
90
sh , suggesting that the rock deformedmore or less isotropically. This further suggests that anisotropy
starts to develop only beyond a critical state of stress. This critical level of stress could correspond to the
stress required for (i) the onset of vertical cracks opening, (ii) the onset of slip along oblique cracks, or (iii)
the onset of microcracking. Once anisotropy starts to develop, its evolution is aﬀected by cumulative cycles
(Figures 2a–2e). The larger the initial crack density within the rock specimen, the stronger the anisotropy at
a given diﬀerential stress (Figure 2). Our results further suggest that, at least in dry conditions, the increase of
anisotropy is both stress and damage dependent but that of the two, stress dependence of the anisotropy is
by far the dominant factor. From the inverted crack density, the stress-induced anisotropy is explained by the
development of vertical cracks during loading (Figures 2f–2l). Assuming that cracks are randomly oriented
within the specimen when loading initiates, the opening of vertical cracks, by elastic loading of vertically ori-
ented cracks orwing crack opening due to shear on oblique cracks, induces loss of contact along crackswhich
reduces the stiﬀness of the rock. Increasing the diﬀerential stress produces shear along cracks presenting a
larger reactivation angle, explaining the nonlinear increase of 𝛼11 with 𝜎D. Note that our results were obtained
during experiment conducted at room humidity conditions. In nature, rocks are expected to be saturated in
ﬂuid within the seismogenic crust, highlighted by both seismological (Audet et al., 2009; Kodaira et al., 2004)
and ﬁeld observations(Passelègue et al., 2014; Riedel et al., 2002; Rowe et al., 2009). Saturated condition is
expected to reduce the anisotropy observed in Pwave velocities due to the increase of the diﬀerential stress.
However, the strong anisotropy observed in shear wave velocity is expected to remain observable. Our results
are expected to remain observable in nature.
In contrast to previous experimental studies (Chen et al., 2011; Eslami et al., 2010; Heap& Faulkner, 2008; Heap
et al., 2009; Kendrick et al., 2013; Pozdnyakova et al., 2009; Trippetta et al., 2013; Yang et al., 2015) which were
mostly conductedunderuniaxial conditions, our experimental results obtainedunder triaxial conditions show
that subsequent unloading stage induces a strong recovery of both damage and anisotropy. While damage
recoverywas recently observed under isostatic stress conditions (Brantut, 2015) or during the cooling stage of
thermal cycles (Griﬃths et al., 2018), the recovery of anisotropy remained undocumented. Our results suggest
that while cracks nucleate or propagate during loading (attested by the occurrence of AEs) increasing the
crack lengths and the crack densities, unloading allows recovery of contact along cracks, due to elastic closure
and back-sliding phenomena (Basista & Gross, 1998; David et al., 2012; Scholz & Kranz, 1974; Walsh & Brace,
1964) during unloading. The recovery of contact along cracks reduces the average crack lengths lc which
directly implies a strong decrease in crack densities (𝜌 ∝ Σl
3
c
Vtot
), explaining the strong recovery in the elastic
velocities. This eﬀect of contact on crack densities, so called Island eﬀect by Guéguen and Kachanov (2011),
is expected to be a function of the location of the contact along the initial cracks. Themaximum eﬀect will be
observed if contact is created in the central part of the initial cracks. However, while these contacts created
during unloading are suﬃcient to increase the stiﬀness of the medium and recover the elastic properties of
the rock, the propagation of the cracks during loading reduces the diﬀerential stress required to achieve the
same strain compared to theprecedent. The cumulativepropagationofmicrocracks, that is, the increaseof the
crack density in the specimen, enhances stress-induced anisotropy during the subsequent loading (Figure 2).
The recovery observed during unloading stage of the experiment highlights that anisotropy and damage are
highly stress dependent. Without diﬀerential stress, hydrostatic stress may be enough to close cracks, and
hence, they are not observable from elastic properties. However, while a strong recovery is observed onwave
velocity during subsequent unloading, damage produced during loading remains within the rock specimens
and are expected to aﬀect other physical properties, such as permeability or porosity (Sarout et al., 2017).
Our results suggest that elastic measurement of natural rock samples should be made with both conﬁning
pressure and deviatoric stress to highlight the full amount of damage recorded from natural deformation
under crustal pressure conditions. In addition, using the Kaiser eﬀect, increasing the diﬀerential stress to the
onset of AEs, that is, fast degradation of elastic waves, could allow estimation of the previous highest stress
applied on the rocks in nature by tectonic loading.
These results suggest that the intensity of wave velocity anisotropy in the crust could be a proxy for the stress
acting on the system. First, the orientation of themaximum stress acting on the fault is given by the direction
of the fastest polarization, as previously observed in nature (Boness & Zoback, 2004, 2006; M. L. Zoback &
Zoback, 1980; M. D. Zoback & Zoback, 1991; M. D. Zoback et al., 1987). Second, based on our experimental
results, an increase of the stress in the crust is expected to lead to an increase of the anisotropy. This increase of
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anisotropy is expected to be particularly strong and observable if (i) the system is close to the rupture point or
(ii) if themedium is initially intensively damaged, as for example along fault at shallowdepth (Hole et al., 1996;
Mitchell & Faulkner, 2008). Monitoring continuouswave velocity anisotropy along faults could give important
informationabout theevolutionof stress in a fault systemandcouldbeused to image stress accumulationand
stress rotationduring interseismic loading. In addition, our results demonstrate that stress-inducedanisotropy
can lead to an increase of Cp∕Csh in the direction of the maximum stress when increasing the diﬀerential
stress on the system and/or increasing the initial crack density. The increase in C0p∕C
0
sh recorded in this study
leads to an increase in Poisson’s ratio from 0.25 to 0.36 due to loading. These variations are in the range of
the ones observed in subduction zones, where high pore ﬂuid pressure has been inferred from geophysics
measurement or ﬁeld observations on fossil faults (Kodaira et al., 2004; Passelègue et al., 2014). Our results
suggest that stress and anisotropic crack distribution could explain these observations, as suggested also in
a previous study (Wang et al., 2012).
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